Conditions for C-629-345-2 (continued) ‘ Page 2 of 2

8.

10.
11.
12.

13.

14.

is.

16.

17.
18.
19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine. stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694] '

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694)

C-629-345-2: Aug 24 2010 1:224PM — FUKUDAD
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AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-346-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE -

PARLIER, CA 93648

EQUIPMENT DESCRIPTION: :

MODIFICATION OF 86,780 GALLON STEEL WINE STORAGE TANK (TANK #R2038) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-346-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201] '

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
- equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201] .
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to -determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution .Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

. Seyed Sadredin, Executive Director / APCO

e

AV|D RNER, Director of Permit Services

C5629-346-2 10 |2‘PM FUKUDAD : Joint inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. ¢ Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-346-2 (continued) Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentatio'n.operations at this facility shall not exceed 410,502 1b per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the fdllowing formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694)

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694] ’

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '



‘San Joaquin Valle L Viks
E AIR PﬂLLUTIONqCONTRDLDISTRIIX HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-347-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE

PARLIER, CA 93648-9708

LOCATION: - 8418 S LAC JAC AVE
- PARLIER, CA 93648

EQUIPMENT DESCRIPTION:
“MODIFICATION OF 86,780 GALLON STEEL WINE STORAGE TANK (TANK #R2039) WITH PRESSURE/NACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an appllcatlon to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-347-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

S. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
. each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permlt [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201] :
- CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection lo verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Controf District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all taws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

,L)WID ARNER, Director of Permit Services

C-629-347-2: 4 2010 1:24PM - FUKUDAD . Joint inspection NOT Required

Central Regional Office » 1990 E. Geltysburg Ave. « Fresno, CA 93726 < (559) 230-5900 ¢ Fax (559) 230-6061




Conditions for C-629-347-2 (continued) ' ‘ : Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine stdrage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after

- completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees

Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For-each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-820-347-2 : Aug 24 2010 1:24PM — FUKUDAD



San Joaquin Valle  PBEW
u T v ) HEALTHY AIR LIVING

AIR POLLUTION CONTROL DISTRICT

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-348-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
- LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 86,780 GALLON STEEL WINE STORAGE TANK (TANK #R2040) WITH PRESSURE/VACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2.  This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-348-1. [District Rule 2201]

No air contaminant shall be released into the atmasphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE wilt be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

(\/74

VID VK:NER Director of Permit Services

C-629-348-2 : Auf§ 24 2010 1:24PM - FUKUDAD : Joint tnspection NOT Required

entral Regional Office » 1990 E. Gettysburg Ave. e Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061
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20.

Conditions for C-629-348-2 (continued) Page 2 of 2

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694] .

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]



San Joaquin Valle 4
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AIR POLLUTION CONTROL DISTRICT HEALTHY A

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-349-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3030) WITH PRESSURE/VACUUM
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-349-1. [District Rule 2201]

3. No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under pérmit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201}

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT - COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION S COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

LDAVID WARNER, Director of Permit Services -

€-629-349-2; Aug 24 U710 1.24PM - FUKUDAD : Joint Inspection NOT Requaed

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 ¢ Fax (559) 230-6061



Conditions for C-629-349-2 (continued) Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermenfation operations at this facility shall not exceed 410,502 1b per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201] :

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.

-[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations; the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basts, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]



San Joaquin Valley 2z
u AIR PIJLLlITII]NqCUNTRI]LIJISTRICyT ~ HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-350-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3031) WITH PRESSURE/VACUUM
‘VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-350-1. [District Rule 2201]

3. No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201 ]

5. The annual VOC wine Storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to-verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying wath
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

Z/BAWD WARNER, Director of Permit Services

€-620-350-2: Aug 24 2010 1:24PM — FUKUDAD : Joinl nspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-350-2 (continued) ' ' Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

l6.

17.

18.

19.

20.

Total annual VOC emissions from all-wine fermentation operations at this facility shall not exceed 410,502 Ib ber year.
[District Rule 2201] ‘ '. ’

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the -
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and .
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-350-2: Aug 24 2010 1:24PM — FUKUDAD



San Joaquin Valle 2 i
u AIR Pl]LLUTI[INqCIJNTR[ILI]ISTRI[:yT HEAl.THY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-351-2 ‘ ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE -

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3032) WITH PRESSURE/NVACUUM
. VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE

FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modlﬁcatlon and startup of
the equipment authorized by ATC C-629-351-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

. 6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 -
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5850 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

ﬁAVID ARNER, Director of Perit Semvices

C-629-351-2: Aul 24 2010 1:24PM — FUKUDAD : Joint inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave.  Fresno, CA 93726  (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-351-2 (continued) _ _ Page 2 of 2

8.

10.
1.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] '

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not eXceé_d 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and

© 4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

‘The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated

as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201] ’

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694] .

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, ihcluding records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

€-629-351-2: Aug 24 2010 1:24PM - FUKUDAD



San Joaquin Valle | 2w
u v y "HEALTHY AIR LIVING

AIR POLLUTION CONTROL DISTRICT

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-352-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE -

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3033) WITH PRESSURE/VACUUM
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-352-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201] '

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201] ,
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

L«A/?/ﬁ

VID WARNER, Director of Permit Services

C-629-352-2: Aug 24 N0 +:24PM ~ FUKUDAD . Jaint inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061




.Conditions for C-629-352-2 (continued) Page 2 of 2

8.

10.
1.
12.

13.

14,

1S.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] ’

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,

-except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be

determined by measuring the gas leak in aceordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information

~ shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.

[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]



AIR POLLUTION CONTROL DISTRICT

San Joaquin Valle BV
u ' ; d “HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-353-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC ’
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: - 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUlPMENT DESCRIPTION:

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3034) WITH PRESSURE/NACUUM
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
' of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-353-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
~ CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Contro! District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment. )

Seyed Sadredin, Executive Director / APCO

/]/’6

ID WARNER, Director of Permit Services

€-629-353-2 : Aug 24 2000 I2SPM FUKUDAD : Joint inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-353-2 (continued) : : ' - _ Page 2 of 2

8.

10.
11
12.

13.

14.

15.

l6.

17

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 b per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [Disfrict Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated.
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]



San Joaquin Valle
u AIR PDLLUTIUNqCUNTRl]LDISTRICyT ~ HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO C-629-354-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION: _

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3035) WITH PRESSURE/VACUUM
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit '

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-354-1. [District Rule 2201]

No air contaminant shall be released.into the atmosphere which causes a public nuisance. [District Rule 4102]

Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C- 629 382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemmine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/]/"’_6

DAVID WARNER, Director of Permit Services

9-354-2 : Aug 24 1 ZSPM FUKUDAD : Joint tnspection NOT Required

Central Regional Office e 1990 E. Gettysburg Ave. o Fresno CA 93726 < (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-354-2 (continued) ' Page 2 of 2

8.

10.
1.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facmty shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total:
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib- VOC/ 1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]



u San Joaquin Valley s

AIR POLLUTION CONTROL DISTRICT HEAI.THY M R LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-355-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3036) WITH PRESSURE/NVACUUM
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC -

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-355-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or.denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Poliution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO
DAVID ARNER, Director of Permit Services

56-2: 2010 V:25PM - FUKUDAD : Joint Inspection NOT Requised

Central Regional Office « 1990 E. Gettysburg Ave. ¢ Fresno, CA 93726 e (559) 230-5900 ¢ Fax (559) 230-6061




Conditions for C-629-355-2 (continued) | | Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000.gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settmgs [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-829-355-2: Aug 24 2010 1:25PM — FUKUDAD



San Joaquin Valley A E %
i" AIR PULLUTION[!:UNTRUL DISTRICyT HEALTHY AIR |.|V|NG

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-356-2 ISSUANCE DATE:; 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3037) WITH PRESSURE/NVACUUM
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1.  The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2.  This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-356-1. [District Rule 2201]

3. No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201] -

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS' AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
alt laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

7///"6

DAVID RNER, Director of Permit Services

/c\ 42010 1:25PM - FUKUDAD © Joint inspection NOT Requirsd

Central Reglonal Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5800 « Fax (559) 230-6061




Conditions-for C-629-356-2 (continued) | Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this fability shall not exceed 410,502 1b per year.
[District Rule 2201] '

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 galldns per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valye, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, -
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-

629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record; on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District ihspection upon
request. [District Rules 2201 and 4694] '

C-829-356-2: Aug 24 2010 1:25PM — FUKUDAD



W San Joaquin Valley

“ AIR POLLUTION CONTROL DISTRICT

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-357-2 ISSUANCE DATE: 08/24/2010

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC

MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708

LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3038) WITH PRESSURENACUUM
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. - This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-357-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemmine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
‘Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

. VviD NER, Director of Permit Services

7-2: Aug 24 2019 1:25PM — FUKUDAD : Joint inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5300 » Fax (559) 230-6061



Conditions for C-629-357-2 (continued) ' : Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib- VOC/IOOO gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694}

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201] '

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emisston reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201}

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-620-357-2: Aug 24 2010 1:25PM — FUKUDAD



San Joaquin Valle ZEv
u v y HEALTHY AIR LIVING

AIR POLLUTION CONTROL DISTRICT

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-358-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE .
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE -

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3039) WITH PRESSURE/VACUUM
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-358-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

S.  The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emisston factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 galions of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with ali
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

e

(é)&/m WARNER, Director of Permit Services

58-2 1 Aug §4 2010 1.26PM -~ FUKUDAD : Joint Inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-358-2 (continued) Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-358-2 : Aug 24 2010 1:25PM - FUKUDAD
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San Joaquin Valle
E AIR Pl]LLlIl'II]NqCUNTR[ILI]ISTRI[:yT HEALTHY Al R L|V|NG

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-359-2 ' ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE -

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 45,226 GALLON STEEL WINE STORAGE TANK (TANK #R2006) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-359-1. [District Rule 2201]

3. No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102] .

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF =.1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201] ’ '

7. The VOC emissions rate for fermentation operatlons in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOu MUST NOTIFY THE DISTRICT COMPUANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct,-and to detemmine if the equipment can be operated in. compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all taws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

) &

DAVID WARNER, Director of Permit Services

9-2: Aug 24 201071:25PM ~ FUKUDAD : Soint Inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900  Fax (559) 230-6061



Conditions for C-629-359-2 (continued) Page 20f2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 1b per year.
[District Rule 2201] .

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [ District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by vjol'umé. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wirne storage, the'pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total

gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made avallable for District inspection upon
request. [District Rules 2201 and 4694]



San Joaquin Valle - 2 E Y
u AIR P(]LLUTION[!:ONTROLDISTRICYT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-360-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE -

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF MODIFICATION OF 45,226 GALLON STEEL WINE STORAGE TANK (TANK #R2007) WITH
PRESSURE/VACUUM VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND
INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC .

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-360-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201] _
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Contro! District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/ CDSV'D WARNER, Director of Permit Services

2 Aug 2§ 2010 1:25PM - FUKUDAD : Joint Inspection NOT Required

Central Redional Office ¢ 1990 E. Gettysburg Ave. * Fresno, CA 93726 « (559) 230-5900 < Fax (559) 230-6061



Conditibns for C-629-360-2 (continued) - Page 2 of 2

8.

10.
11.
12.

13,

14.

15.

16.

17.

18.

19

20.
request. [District Rules 2201 and 4694]

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.

" [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 2201]

When used for wine storage; this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] '

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694) :

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon

€-629-360-2 : Aug 24 2010 1:25PM — FUKUDAD



A San Joaquin Valley 7 Y
u AIR PULLUTIDNqB[INTRl]LDISTRICyT | HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-361-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE ‘
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION: :

MODIFICATION OF MODIFICATION OF 45,226 GALLON STEEL WINE STORAGE TANK (TANK #R2008) WITH
PRESSURE/NACUUM VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND
INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by. ATC C-629-361-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated usmg the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemmine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

‘Seyed Sadredin, Executive Director / APCO

N

z DAVID WARARNER, Director of Permit Services

-361-2 : Aug 2 0 1:25PM ~ FUKUDAD : Joint Inspection NOT Required

Central Regional Office « 1990 E. Geltysburg Ave.  Fresno, CA 93726 < (559) 230-5300 « Fax (559) 230-6061



Conditions for C-629 361-2 (contmued) - Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 1b per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb- VOC/lOOO gal) + (Total Annual Whlte
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] :

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total

- gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and

17.

18.

19.

20.

fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694}]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

€-629-361-2: Aug 24 2010 1:25PM — FUKUDAD




San Joaquin Valle %
u AIR PULLUTIUNqC[INTRI]LI]ISTRICyT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-362-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 45,226 GALLON STEEL WINE STORAGE TANK (TANK #R2009) WITH PRESSURE/NACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-362-1. {District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed §, 991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the followmg
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU -MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the ~
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

DAVID WAR NEﬁ Director of Permit Services

629-362-2: Aug 0 1:25PM — FUKUDAD : Joint inspection NOT Required

Central Regional Office '« 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-362-2 (continued) _ ‘ Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] o

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. tDistrict Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District. Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-362-2: Aug 24 2010 1:25PM ~ FUKUDAD



u San Joaquin Valley

AIR POLLUTION CONTROL DISTRICT HEALTHY Al

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-363-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 SLAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 45,226 GALLON STEEL WINE STORAGE TANK (TANK #R2010) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment author_ized by ATC C-629-363-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

" Seyed Sadredin, Executive Director / APCO

DAVID WARNER, Director of Permit Services

-363-2 : Aug 2 10 1°25PM — FUKUDAD : Joint inspection NOT Required

Central Regional Office » 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-363-2 (continued) : Page 2 of 2

- 8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at thls facility shall not exceed 410,502 b per year
[District Rule 2201]

Total annual VOC emissions from. wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/ 1000 gal) + (Total ‘Annual Whlte
Wine Production-gal) x (2.5 {b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] S _

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum-temperature of the stored wine. [District Rule 4694}

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]



San Joaquin Valle i 'V
u AIR Pl]LLIJTIl]NqBI]NTRﬂLDISTRI[:yT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-364-2 ISSUANCE DATE: 08/24/2010

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC

MAILING ADDRESS: 8418 S LAC JACAVE
PARLIER, CA 93648-9708

LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 45,226 GALLON STEEL WINE STORAGE TANK (TANK #R2011) WITH PRESSURE/VACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall subrﬁit an application to modify the Title V permit in accordance with the timeframes and procedures
- of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-364-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/)/)/6

{DSVID WRRNER, Director of Permit Services

-2 : Aug F4 2010 1:25P8 — FUKUDAD : Jomnt inspection NOT Requiced

tral Regional Office e 1990 E. Gettysburg Ave. ¢ Fresno, CA 93726 « (559) 230-5300  Fax (559) 230-6061



Conditions for C-629-364-2 (continued) _ Page 2 of 2

8.

10.
11.
12.

13.

15.

16.

17.

18.

19.

- 20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [Dlstrlct Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] .

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to' show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total.
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-364-2: Aug 24 2010 1:25PM - FUKUDAD



San Joaquin Valley i ik
u AIR POLLUTIONqCUNTRULDISTRICyT HEALTHY AIR |.|V|NG

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-365-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: - 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 120,000 GALLON STEEL WINE STORAGE TANK (TANK #R2021) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, ‘the modification and startup of
the equipment authorized by ATC C-629-365-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

4/—6

[ZQ%ID WARBNER, Director of Permit Services

5-2 1 Aug 24 2010 1:25PM - FUKUDAD : Joint inspection NOT Required

Central Regional Office .e 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-365-2 (continued) ' Page 2 of 2

8. Total annual VOC emissions from all wine fermentation operationsA at this facility shall not exceed 410,502 Ib per year.
- [District Rule 2201]

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201}

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
11. The maximum wine storage throughput in this tank shall not exceed 363,000 gallons per day. [District Rule 2201]

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,

- except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total

- gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
_of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

€-628-385-2: Aug 24 2010 1:25PM ~ FUKUDAD



San Joaquin Valle ZE Y
u AIR POLLUTIUNqCONTROLDISTRI(¥ HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-366-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: - 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 120,000 GALLON STEEL WINE STORAGE TANK (TANK #R2022) WITH PRESSURE/VACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
' of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-366-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~(.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley- Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelied two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

ﬂ VID wk%NER, Director of Perimit-Services

C-£29-366-2: Aug 24 2010 1:25PM —~ FUKUDAD : Joint inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. e Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-366-2 (continued) : ‘ Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [ District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 363,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

- manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
"4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual vOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-366-2 - Aug 24 2010 1:25PM - FUXUDAD



San Joaquin Valle 7Y
E AIR PnLLunancumRuLmsrmcyr HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-367-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: - 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2041) WITH PRESSURE/VACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC '

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-367-1. [District Rule 2201] :

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 |b/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or deniat of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

ID RNER Director of Permit Services

10 1:25PM — FUKUDAD : Joint Inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. e Fresno, CA 93726 e (559) 230-5900  Fax (559) 230-6061



Conditions for C-629-367-2 (continued) ' o ‘ | Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fen'nentatlon operations at this facility shall not exceed 410,502 b per year.
[Dlstnct Rule 2201}

Total annual VOC emissions froni_ wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib- VOC/ 1000 gal). [District Rule 2201] '

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [DlStl‘lCt Rule 2201]
The maximum wine storage throughput in this tank shall riot exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and

4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-367-2: Aug 24 2010 1:25PM — FUKUDAD



W San Joaquin Valley ﬁ[lVlNG"

“ AIR POLLUTION CONTROL DISTRICT HEALTHY Al

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-368-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: . 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2042) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-368-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this

Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

Z?& AVID WARNER: Rirector of Phumit Sepvices
Central Regional Office » 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-368-2 (continued) Page 2 of 2

8.

10.
11.

12.
- shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

13.

14.

15.

16.

17.

18.

19.

20.

.Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.

[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] .

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201}

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-368-2: Aug 24 2010 1:25PM — FUXUDAD



San Joaquin Valle 7
u AIR POLLUTION[ICONTROL DISTRICyT HEAI.THY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-369-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: - 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2043) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-369-1. [District Rule 2201]

3. No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specnﬁed
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmentat agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/)/’7§

%] RNER, Director of Permit Services

2010 ¥ ZGPM FUKUDAG : Joint Inspoction NOT Required

Central Regional Office e 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-369-2 (continued) _ - . Page2of2

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 |b per year.
[District Rule 2201]

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 |b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220.1]
11. The maxnmum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
- manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
(District Rules 2201 and 4694] -

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

19. When used for winé storage, the operator shall record, on a weekly basis, the total gallons of wine contamed in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]



San Joaquin Valle | Y
E AIR PULLUTIl]NqCﬂNTRl]LDISTRI[¥ - HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-370-2 . ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION: :
MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2044) WITH PRESSURE/VACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-370-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethano! of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201] .

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPULIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemmine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

)

//{ DAVID RNER, Director of Permit Services

70-2: 24 2010 1:26PM — FUKUDAD : Joint Inspection NOT Required

Central Regional Office » 1990 E. Gettysburg Ave. « Fresno, CA 93726  (559) 230-5900 ¢ Fax (559) 230-6061



Conditions for C-629-370-2 (continued) Page 2 of 2

8.

10.
1l.
12.

13.

14.

15.

16.

17.

18.

19.

20.

- Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.

[District Rule 2201] '

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 [b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] ‘

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-370-2: Aug 242010 126PM — FUKUDAD
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AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-371-2 - ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2045) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1.  The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-371-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

yd

VID WARNER, Director olRemmit-Services

29-371-2 1 Aug 24 2010 1:26PM — FUKUDAD : Joint tnspection NOT Requived

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-371-2 (continued) : | Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentatlon operatlons at this facility shall not exceed 410,502 Ib per year
[District Rule 2201]

Total annual VOC emissions from wine fennentatlon operations shall be determined by the following formula: Total

~ annual VOC emissions = (Total Annual Red Wine Production- -gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White

Wine Production-gal) x (2.5 1b-VOC/1000 gal). [Dlstnct Rule 2201]
The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [Dlstrlct Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the'
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-371-2: Aug 24 2010 1:26PM - FUKUDAD
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AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-372-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2046) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-372-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emisstons from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201] '

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.

- Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with alil
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

(] ———

,.DAVID A\{(/RNER Director of Permit Services

€-629-372-2: 24 2010 1:26PM — FUKUDAD - Joint inspection NOT Requised

Central Regional Office ¢ 1990 E. Gettysburg Ave. « Fresno, CA 93726 . (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-372-2 (continued) ‘ , Page 2 of 2

8.

10.
11.
12.

13,

14,

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 [b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 ib-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [Dis’trictARule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [Dlstrlct Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after '
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the

fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201}

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-828-372-2: Aug 24 2010 1:26PM — FUKUDAD



San Joaquin Valle | ;. Rk 4
u AIR PULLUI'IUN[:!:[INTRULI]ISTRICyT HEALTHY AIR L|V|NG"

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-373-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
_ PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2047) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of”
the equipment authorized by ATC C-629-373-1. [District Rule 2201]

Noair contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 galions of tank
capacity. [District Rule 2201] _
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

VvID V\MRNER Director of Permit Services

73-2: Aug 24 2010 ZGPM FUKUDAD : Joini inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. o Fresno CA 93726 « (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-373-2 (continued) o Page 2 of 2

8.

10.
11.
12.

13.
14.
15.

16.

17.
18.
19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas- tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type ‘stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine

. _transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-373-2: Aug 24 2010 1:26PM — FUKUDAD



San Joaquin Valle 2 W
E AIR P[lLLIJTIl]NqCUNTROL msmux HEAl.THY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-374-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2048) WITH PRESSURE/VACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-374-1. [District Rule 2201]

No air contaminant shall be released. into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201}

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of 3a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmentat agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/)/—é

AVID WRARNER, Director of Permit Services

7«1 Aug 10 1:26PM — FUKUDAD : Joirt Inspaction NOT Requived

Central Regional Office « 1990 E. Gettysburg Ave. ¢ Fresno, CA 93726 « (559) 230-5900  Fax (559) 230-6061



Conditions for C-629-374-2 (continued) , Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19,

20.

Total annual VOC emissions from all wine fermentation operatlons at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight conditioh,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694] '

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain fecords of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying opérations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694)

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-374-2: Aug 24 2010 1:26PM — FUKUDAD



W% San Joaquin Valley o

& ik rouLumion contRoL DISTRICT HEAl.T I R LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-375-2 : ISSUANCE DATE: 08/24/2010

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC

MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708

LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2049) WITH PRESSURE/NACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

I. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-375-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

. !ogvm RNER, Director of Permit Services

375-2: Aug 20 2010 1:26PM — FUKUDAD : Joint Inspection NOT Required

Central Regional Office ¢ 1990 E. Gettysburg Ave.  Fresno, CA 93726 e« (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-375-2 (continued) : ' . Page2of2

8.

10.
11.
12.

~13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 b per year.
[District Rule 2201] '

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal). + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be

" determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and

4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201] :

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the

“tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-375-2: Aug 24 2010 1:26PM - FUKUDAD



San Joaquin Valle
E AIR P[II.LUTII]chUNTR(]LDISTRI'[X HEALTHY Al

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-376-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2050) WITH PRESSURE/VACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC '

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-376-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201}

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations. in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

Zg\_ym ARNER, Director of Permit-Services

76-2: 242010 1:26PM - FUKUDAD : Joint Inspection NOT Required

Central Regional Office ¢ 1990 E. Gettysburg Ave. » Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-376-2 (continued) ' Page 2 of 2

8.

10.
1.
12.

13.

14.

15.

16.

17.
18,
19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] ' : '

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 ]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201}

When used for wine storage, daily throughput records, including records of ﬁllihg and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on-a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]



San Joaquin Valle  BEY
u AIR PﬂLLU'rquanmuLulsmlcyr HEALTHY AIR LIVING

~ AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-377-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

- PARLIER, CA 93648

EQUIPMENT DESCRIPTION: _
MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2051) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-377-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which-causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank
capacity. [District Rule 2201]
- CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determirme | the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

(’ DAVD ARNER, Director of Permit-Sérvices

24201 |2BW FUKUDAD : Joint Inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. Frésno,'CA 93726 < (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-377-2 (continued) Page 2 of 2
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20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] :

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
galloﬁs of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694] '

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]
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San Joaquin Valle
E r d LIVING

AIR POLLUTION CONTROL DISTRICT HEALTHY Iﬁ

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-378-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2052) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-378-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/)/’é

* ViD RNER, Director of Permit Services

€629378-2: /42010 1:26PM - FUKUDAD : Joint Inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-378-2 (continued) ' ' ' Page 2 of 2

8.

10.
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12.

13.

14.

15.

" 16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 [b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information

_ shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.

[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District mspectlon upon
request. [District Rules 2201 and 4694]

C-629-378-2: Aug 24 2010 1.26PM — FUKUDAD



San Joaquin Valle % .
E AIR Pl]LLU‘I'II]NqCUNTRULI]ISTRI'[x HEAI.THY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-379-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2053) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1.  The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-379-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C 629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [ District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
. approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

A —

DAVID WARNER, Director of Permit Services

-379-2: Aug 24 2010 1:26PM - FUKUDAD : Joint Inspection NOT Required

Central Regional Office » 1990 E. Gettysburg Ave. » Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-379-2 (continued) Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [Dist'rictv Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage; this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694] -

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C-629-379-2 : Aug 24 2010 1:26PM — FUXUDAD



San Joaquin Valle Rk g
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AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-380-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2054) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-380-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operatlons in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/)/7‘7

DAVID W. R, Director of Permit Services

F629-380-2 - Aug 2: 126PM — FUKUDAD : Joint Inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061




Conditions for C-629-380-2 (continued) Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the follbwing formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tarik shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total

gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '

C-628-380-2: Aug 24 2010 1:26PM - FUKUDAD



San Joaquin Valle e W
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AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-381-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2055) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-381-1. [District Rule 2201]

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C- 629 382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is.the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382

~ shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

@m/)/’—é

ID WARKER, Director of Permit Services

1-2: Aug 24 2010 1:26PM — FUKUDAD : Joint Inspection NOT Required

Central Regional Office « 1990 E. Gettysburg Ave. ¢ Fresno, CA 93726 « (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-381-2 (continued) o Page 2 of 2

8.

10.
11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] :

Total annual VOC emissions from wine .fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the requnred storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at Ieast every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such-operations, a unique identifier for each batch; the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]



San Joaquin Valle BE Y
E AIRPOLLUTIDN[!:ONTRUI.DISTRICYT ‘ ~ HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: C-629-382-2 ISSUANCE DATE: 08/24/2010
LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC
MAILING ADDRESS: 8418 S LAC JAC AVE
PARLIER, CA 93648-9708
LOCATION: 8418 S LAC JAC AVE

PARLIER, CA 93648

EQUIPMENT DESCRIPTION:

MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2056) WITH PRESSURE/NVACUUM
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE
EXISTING FACILITY-WIDE FERMENTATION VOC SLC

CONDITIONS

1. The facility shall submit an application to modify the Title V permit in accordance with the timeframes and procedures
of District Rule 2520. [District Rule 2520] Federally Enforceable Through Title V Permit

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of
the equipment authorized by ATC C-629-382-1. [District Rule 2201]

3. No air contaminant shall be released into the atmasphere which causes a public nuisance. [District Rule 4102]

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]
CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION 1S COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemmine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

7/&/)/‘_7<

VID WRRNER, Director of Permilt Services

2-2: Aug 24 2010 1:26PM - FUKUDAD : Joint Inspection NOT Required

) Central Regional Office « 1990 E. Gettysburg Ave. « Fresno, CA 93726 < (559) 230-5900 « Fax (559) 230-6061



Conditions for C-629-382-2 (continued) ' ‘ Page 2 of 2

8.

10.
11
12.

13.

14.

15.

16.

17.

18.

19.

20.

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] '

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] :

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

C€-629-382-2 : Aug 24 2010 1:26PM - FUKUDAD



Proposed Modified Title V Permit
Permits to Operate C-629-333-3 through '-378-3, '-381-3 and '-382-3



San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-333-3 EXPIRA 1312015
EQUIPMENT, DESCRIPTION:
6,500 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK (} #R0290) WITH

PRESSURE/NACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201 |

4. The VOC emissions rate for termentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank
capacity. [ District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operatc within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] ‘ -

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] . : : S

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or icss within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

ol

PERMIT UNIT
These terms and condi

Facility Name: O'NEILL BEVERAGES CO LLC
Location: 8418 S LAC JAC AVE.PARLIER, CA 93648

C-620-333-3 Ma;s 18 2011 9 1IA22 .- ROBERTSD

ONTYNUE ON NEXT PAGE )
e Facility-wide Permit to Operate.’



Permit Unit Réquiréments for C-629-333-3 (continued) Page 2 of 2

12. The average fermentation temperature of each batch of must fermented-in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

13. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as elther red wine or white wine.
[District Rules 2201 and 4694]

14. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

15. Separate annual records each of total red wine and total white wine prodﬁced by fermentation at this facility, based on
values repotted to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

16. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch and the volume of wine
transferred, shall be maintained. [District Rule 4694]

17. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

18. All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

]

of Facility-wide Permit to Operate?
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These terms and i
Facility Name: O'MEILL BEVERAGES CO LLC
Location: 8418 5 LAC JAC AVE,PARLIER, CA 93648
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-334-3 EXPIRRA 1332015
EQUIPMENT DESCRIPTION: ‘
6,500 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK (} ) WITH

PRESSURE/VACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 ’
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in ek
each wine movement and the batch-specific wine storage emission tactor calculated using the equation(s) spetified -
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank N
capacity. [District Rule 2201}

5. Total annual VOC emissions from all wine fermentation operations at this facility shaII not exceed 410,502 Ib per year. i
[District Rule 2201] :

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib- VOC/IOOO gal) '+ (Total Annual White
Wine Production- gal) x (2.5 Ib-VOC/1000 gal). |District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pre’ssur:e-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be pennanently labeled with the operatlng pressure seltmgs [District Rules 2201 and
4694] ' ' : S :

10. When used for wine storage, the pressure-vacuum relief valve and storage”tank shall remain in a gas-tight condition,
except when the operating .pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined-by measurmg the gas leak in accordance with the procedures in EPA Method ’71 [District Rules 2201 and
4694] < - : » S :

11. The tembér'é'tilr'é of fhe winie stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine,: the -operator shall.achieve the storage temperature of 75 degrees:Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

ONT{NUE ON NEXT PAGE - -

- PERMIT UNIT e
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Permit Unit Requirements for C-629‘-334-3. (continued) ) , o L ~ Page 2 of 2

12.

14.

15.

16.

17.

18.

The average fermentation temperature-of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the:uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201].

Separate annual records each of total red wine and total white wine produced by fermentation at this facnllty, based on
values reported tothe Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Departmc_mt of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and e.r‘n;i)t'y'ing operations, the dates
of such operatlons a unique identifier for each batch, the volume percent ethanol in the- batch and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request.. [Dnstl ict Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES COLLC

These terms and “ itiong arg parf of Facility-wide Permit to Operate’»* -
Location: 8418 S LAC JAC AVE PARLIER, CA 93648 -

C-879-334-3: Mar 18 2011 § 13AM -~ ROBERTSD



San Joaquin Valley
Air Pollution Control District

PERMIT UNIT; C-629-335-3 : EXPIR}

132015
EQUIPMENT DESCRIPTION:
6,500 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK (TAXK#R0292) WITH

PRESSURE/NVACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons oftadk*
capacity. [District Rule 2201

5.  Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 1b per year.
| District Rule 2201] S _

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum- wine storage throughput in this tank shall not exceed 31 OOO gallons per day [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated ‘with a pressure vacuum relief valve, which
shall operate within 10% of thé maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's mstructnons and be permanently labeled with the operatmg pressure settmos [District Rules 2201 and
46941 ; :

10. When used for wine storage, the pressure-vacuum relief valve and storagé tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21, [District Rules 2201 and
4694] , C o

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or'less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694

i
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Permit Unit Requirements for C-629-335-3 (continued) | o " Page 2 of 2

12.

15.

16.

17.

18.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed .95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [Dlstrl_ct Rule 2201]

For each batch-of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons.of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information

shall be recorded by the tank Permit to Operate number and by wine type stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, in’cluding records of filling and 'e'n'ibtying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694] :

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC

These terms and Y} itiong are parf of Facility-wide Permit to Operate=ii.’
il . 0 i ;‘_
Location: 8416 S LAC JAC AVE,PARLIER. CA 93648 -

C-629-335.3 " Mar 18 2011 9.13AM . ROBERTSD



San Joaquin Valley
- Air Pollution Control District

PERMIT UNIT: C-629-336-3 EXPIRA 1332015
EQUIPMENT DESCRIPTION:
6,500 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK (]} #R0293) WITH

PRESSURE/VACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transterred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equatlon(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank"
capacity. | District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 b per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measurmg the gas leak in accordance with the procedures in EPA Method 2] [District Rules 2201 and
4694] - : S :

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees'Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

=0
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Permit Unit Requirements for C-629-336-3 (continued) - Page 2 of 2

12.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201].

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTRB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and e'mbtying, operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transterred shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [letl‘lct Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC

C-529-336-3 Mar 182011 9 13aM -- ROBERTSD

These terms and YB tiong are parf of the Facility-wide Permit to Operate.-. -+ *
Location: 8418 S LAC JAC AVE.PARLIER, CA 93648 :



San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-337-3 - EXPIRA

/1342015
EQUIPMENT DESCRIPTION:
6,500 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK ( #R0294) WITH

PRESSURE/NACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. | District Rule 2201]

3.  Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall nor exceed 410, 507 Ib per year.
[District Rule 2201] s

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) -+ (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201] '

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's lnstructlons and be permanently labeled with the operating pressure settmgs [District Rules 2201 and
4694 .

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 71 [District Rules 2201 and
4694] . o .

| 1. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less.within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694

ONTYNUE ON NEXT PAGE
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Permit Unit Requirements for C-629-337-3 (continued) ‘ S Page 2 of 2

12.

13.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every.12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 220]]

Separate annual records each of total red wine and total white wine produced by fermentdnon at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Departmcnl ofthe T reasury shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, mcludmg records of filling and emptymg operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'MEILL BEVERAGES CO LLC

C-828-337-3. Mar 18 2011 9 13¢M .- RCBERTSD

These terms and 4“ iliong are Rart of Facility-wide Permit to Operate.
Location: 8418 S LAC JAC AVE, PARLIER, CA 93648 :



San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-338-3 EXPIRA 131/2015
EQUIPMENT DESCRIPTION:
6,500 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK (} #R0295) WITH

PRESSURE/VACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. | District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [ District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tanke.
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. | District Rules 2201 and
4694] :

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] -

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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Permit Unit Requirements for C-629-338-3 (continued) ’ ' ' ' Page 2 of 2

12.

13.

17.

18.

Facility Name: O'NEILL BEVERAGES CO LLC

These terms and “ i S h
Location: 8418 S LAC JAC AVE PARLIER, CA 93648

C-629-338-3: Mar 18 2011 9 13AM - ROBERTSD

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
termentatlon [District Rule 22071]

For each batch of must fermented in this tank, the operator shaII record the fermentaﬂon completlon date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permlt units C-629-289 through C-
629-382 and those records-shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and '4694]

When used for wine storage, daily throughput records, including records 6fﬁlling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the

tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [Dlstnct Rules 2201 and 4694)

of Facility-wide Permit to Operate. ; -




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-339-3 EXPIRA 1314/2015
EQUIPMENT DESCRIPTION:
196,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TAN NK#R0622) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through. C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P"1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank *
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [Districi Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21 [District Rules 2201 and
4694] -

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
These terms and conditi
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Permit Unit Requirements for C-629-339-3 (continued) ‘ Page 2 of 2

12.

15.

16.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate :annual records each of total red wine and total white wine produced by fermenfat_ion at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [ District Rule 4694 ]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '

Facility Name: O'NEILL BEVERAGES CO LLC

C-629-339-3: Mar 18 2011 9 13AM -- ROBERTSD

These terms and T} itiong gre Rarf of the Facility-wide Permit to Operate..:
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648 :



San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-340-3 EXPIR 132015
EQUIPMENT DESCRIPTION:
196,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TAN #R0623) WITH

PRESSURE/NACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201 ]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [ District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank . .
capacity. [District Rule 2201

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] -

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694)] :

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

I1. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator-shall achieve the storage temperature of 75 degrees .Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

ol
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Permit Unit Requirements for C-629-340-3 (continued) ‘ Page 2 of 2
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Facility Name: O'NEILL BEVERAGES CO LLC

C-628-340-3 Mar 182011 9 13AM - ROBERTSD

These terms and YB i g &
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648

The aveljage fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every |2 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] ' B

of Facility-wide Permit to Operate.




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-341-3 EXPIR

134/2015
EQUIPMENT DESCRIPTION:
196,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK TAN ANK #R0624)

WITH PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. | District Rule 2201

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank , .
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib pel year.
[District Rule 2201] -

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settmgs [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] , s ' -

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

g
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Facility Name: O'NEILL BEVERAGES CO LLC

These terms and % i g h
Location: 8418 S LAC JAC AVE PARLIER, CA 93648

C-629-341-3 Mar 18 2011 9 13AM - ROBERTSD

The average fermentation temperature of each batch of must fermented in this tank sha|| not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules. 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate ehnual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]- :

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '

of Facility-wide Permit to Operate.«




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-342-3 EXPIRE

/312015
EQUIPMENT DESCRIPTION:
196,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TAN #R0625) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201

4, The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank .
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] . : , “

11. The tempefature Of thé' wirie stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

i
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Permit Unit Red_uirements for C-629-342-3 (continued) ! Page 2 of 2

12. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

13. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

14. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201}

15. Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

16. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694

17. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

18. All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] :

These terms and jfiong are parf of Facility-wide Permit to Operate.- .
Facility Name: O'NEILL BEVERAGES CO LLC .
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648
C-629-342-3: Mar 18 2011 9.13AM -- ROBERTSD



San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-343-3 EXPIRR 13412015
EQUIPMENT DESCRIPTION:; ‘
86,780 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK ¥R2035) WITH

PRESSURE/NVACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS‘

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P"1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3.  Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank_ _ .
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] .

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formuia: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] ’ : '

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,

- except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method:21. [District Rules 2201 and
4694] S :

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or-less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

ONTYNUE ON NEXT PAGE
e Facility-wide Permit to Operate.:
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Permit Unit Requwements for C-629-343-3 (continued) ' Page 2 of 2

12.

13.

18.

Facility Name: O'NEILL BEVERAGES CO LLC

C-629-343-3: Mar 18 2011 8.13AM -- ROBERTSD

These terms and % i S &
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694

. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-

629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 220[ and 4694

When used for wine storage, daily throughput records, including records of filling and emptymg operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District mspectlon upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate.-,
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-344-3 EXPIRA 13V2015
EQUIPMENT DESCRIPTION:
86,780 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY #R2036) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank;,
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 1b per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
' annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2'I1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operatmg pressure settm&,s [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

I'1. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT g;
i 211
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Permit Unit Requirements'for C-629-344-3 (continued) o Page 2 of 2

12.

14.

16.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201] -

Separate annual records each of total red wine and total white wine produced by fermehta:tion at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC

C-628-344.3: Mar 18 2011 9 13AM - ROBERTSD
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-345-3 EXPIRA

132015
EQUIPMENT DESCRIPTION:
86,780 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK ¥R2037) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equat|on(s) specified
within this permit. [District Rule 2201 ]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). | District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settmgs [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694

=0
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Permit Unit Requirements for C-629-345-3 (continued) A Page 2 of 2

12.

14.

15.

16.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC

C-628-345-3 ., Mar 18 2011 8.13AM —~ ROBERTSD
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-346-3 EXPIR}

131/2015
EQUIPMENT DESCRIPTION:
86,780 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY FR2038) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [ District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 galions of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7.  The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method:21. [District Rules 2201 and
4694] - '

11. The température of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
These terms and conditi

Facility Name: O'NEILL BEVERAGES CO LLC

Location: 8418 S LAC JAC AVE PARLIER, CA 93648
C-629-346-3° Mar 182011 9'13AM .- ROBERTSD

ONT|NUE ON NEXT PAGE
e Facility-wide Permit to Operate...



Permit Unit Reguirements for C-629-346-3 (continued) . Page 2 of 2

12.

14.

15.

Facility Name: O'NEILL BEVERAGES CO LLC

C-629-348-3: Mar 182011 9.13AM .- ROBERTSD

These terms and % i g h
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694)

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate.. ,




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-347-3 EXPIRA 1313/2015
EQUIPMENT DESCRIPTION:
86,780 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY FR2039) WITH

PRESSURE/NVACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [ District Rule 2201]

3.  Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
- annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] .

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

1. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
These terms and conditi
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Permit Unit Requirements for C-629-347-3 (continued) - . | Page 2 of 2

12.

16.

Facility Name: O'NEILL BEVERAGES CO LLC

C-828-347-3; Mar 18 2011 9.13AM -- ROBERTSD

These terms and 6“ i S h
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694

. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-

629-382 and those records shall be updated at least once per month. [District Rule 2201]-

Separate annual records each of total red wine and total white wine produced by fermen'tat.ion at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operatlons a unique identifier for each batch, the volume percent ethanol in the batch and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-348-3 EXPIRR ‘

EQUIPMENT DESCRIPTION:
86,780 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY
PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1,705259 * P~1.090407, where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694 : : '

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
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Permit Unit Requirements for C-629-348-3 (continued) Page 2 of 2

12. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

13. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

14. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

15. Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

16. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

17. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. | District Rule 4694]

18. All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate.
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-349-3 | EXPIR}

EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK
PRESSURE/VACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transterred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank _
capacity. [District Rule 2201]

5.  Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. - Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
- annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] ' o

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas;tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method. 21. [District Rules 2201 and
4694] '

11. The teMperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

These terms and condi
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Permit Unit Requirements for C-629-349-3 (continued) . Page 2 of 2

12.

13.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201}

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC

These terms and i Facility-wide Permit to Operate.
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-350-3 EXPIRA 1314/2015
EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY #R3031) WITH

PRESSURE/NACUUM VALVE AND INSTALLED iN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201] '

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] :

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
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Permit Unit Requirements for C-629-350-3 (continued) : Page 2 of 2

12.

14.

15.

16.

17.

18.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694] '

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC

C-629-350-3: Mar 18 2011 9.13AM - ROBERTSD
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-351-3 EXPIRA 1312015
EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK ¥R3032) WITH

PRESSURE/NACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201}

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] ,

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694) '

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694] ’
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Permit Unit Requirements for C-629-351-3 (continued) Page 2 of 2

12.

14.

15.

16.

17.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentélion at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694)

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name; O'NEILL BEVERAGES CO LLC
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-352-3 EXPIRA 1342015
EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK #¥R3033) WITH

PRESSURE/VACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] ' .

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal} + (Total Annual White
~Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressuré-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] o

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
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Permit Unit Requirements for C-629-352-3 (continued) Page 2 of 2

12.

14.

16.

Facility Name: O'NEILL BEVERAGES CO LLC
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The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

. All records shall be retained on-site for a period of at least five years and made available for District inspection upon

request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate.




PERMIT UNIT: C-629-353-3 EXPIRRA 134/2015
EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY ¥R3034) WITH

San Joaquin Valley
Air Pollution Control District

PRESSURE/VACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

o

10.

Facility Name: O'NEILL BEVERAGES CO LLC
Location: 8418 S LAC JAC AVE PARLIER, CA 93648

Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [ District Rule 2201]

Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201 ]

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank .

capacity. [District Rule 2201]

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.

[District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201 ]

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201. and
4694] , A

. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch

of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694

bk
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Permit Unit Requirements for C-629-353-3 (continued) ' Page 2 of 2

12.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201] ,

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch and the volume of wine
transferred, shall be maintained. [District Rule 4694] - :

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-354-3 EXPIRA /31/2015
EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY ¥R3035) WITH

PRESSURE/NVACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

I.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [ District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5.  Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
* Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [ District Rules 2201 and
4694

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

i

PERMIT UNIT
These terms and condi

Facility Name: O'NEILL BEVERAGES CO LLC
Location: 8418 S LAC JAC AVE PARLIER, CA 93648

C-629-354-3 ° Mar 18 2011 9:14AM — ROBERTSD

ONTYNUE ON NEXT PAGE
e Facility-wide Permit to Operate.



Permit Unit Requirements for C-629-354-3 (continued) ' Page 2 of 2

12.

14.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC
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San Joaquin Valley
~ Air Pollution Control District

PERMIT UNIT: C-629-355-3 EXPIR

EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK
PRESSURE/NACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transterred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [ District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 b per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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Permit Unit Requirements for C-629-355-3 (continued) Page 2 of 2

12.

13.

15.

16.

18.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such eperations, a unique identifier for each batch, the volume percent ethanol in the batch and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '

Facility Name: O'NEILL BEVERAGES CO LLC
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-356-3 EXPIRA

131/2015
EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY #R3037) WITH

PRESSURE/NACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING:

PERMIT UNIT REQUIREMENTS

1.  Combined annual VOC emissions trom all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] :

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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Permit Unit Requirements for C-629-356-3 (continued) Page 2 of 2

12.

4.

16.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated

as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201] '

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee-shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- ~
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '

Facility Name: O'NEILL BEVERAGES CO LLC
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-357-3 EXPIRA 1332015
EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY ¥R3038) WITH

PRESSURE/NACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] .

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] :

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

=0
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Permit Unit Requirements for C-629-357-3 (continued) Page 2 of 2

12

14.

15.

16.

18.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. | District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All record$ shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694)

Facility Name: O'NEILL BEVERAGES CO LLC
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-358-3 EXPIRA

132015
EQUIPMENT DESCRIPTION:
13,300 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY ¥R3039) WITH

PRESSURE/NACUUM VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING:

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank.
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 b per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] -

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less. within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694
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Permit Unit Requirements for C-629-358-3 (continued) : Page 2 of 2

12.

14.

17.

18.

Facility Name: O'NEILL BEVERAGES CO LLC
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The averagé fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694) '
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-359-3 EXPIR 131/2015
EQUIPMENT DESCRIPTION:
45,226 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK FR2006) WITH

PRESSURE/NVACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank,
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 b per year.
‘| District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220! and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and .
4694] :

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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Permit Unit Requirements for C-629-359-3 (continued) ' Page 2 of 2

12. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

13. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

14. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201] - '

15. Separate annual records each of total red wine and total white wine produced by fermentatibn at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

16. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694

I 7. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

18. All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

These terms and jtiong arg parf of Facility-wide Permit to Operate--
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-360-3 EXPIRA

/314/2015
EQUIPMENT DESCRIPTION:
45,226 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK ; 2007) WITH

PRESSURE/VACUUM VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR W|NE FERMENTATION AND
INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC:

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 |b/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
"~ annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
"Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operatmg pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 46
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Permit Unit Requirements for C-629-360-3 (continued) _ Page 2 of 2

12.

13.

14.

15.
16.

17.

Facility Name: O'NEILL BEVERAGES CO LLC

C-629-360-3: Mar 18 2011 3:14AM — ROBERTSD

These terms and Y} i S h
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for Dlstnct inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate.«*




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-361-3 EXPIRA 134/2015
EQUIPMENT DESCRIPTION:
45,226 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK | #¥R2008) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transterred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] - . '

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [ District Rules 2201 and 4694]
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Permit Unit Requirements for C-629-361-3 (continued) Page 2 of 2

12. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

13. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

14. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201].. -

15. Separate annual records each of total red wine and total white wine produced by f‘erm'entation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

16.  When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

17. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

18. All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate:+
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San J oaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-362-3 EXPIRA 131/2015
EQUIPMENT DESCRIPTION:
45,226 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY FR2009) WITH

PRESSURENACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

I.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = [.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [ District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4, The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
" [District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
- annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. |District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] :

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694] v

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694

All records shall be retained on-site for a period of at least five yearsvand made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate:




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-363-3 EXPIRA

EQUIPMENT DESCRIPTION:
45,226 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY
PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7.  The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694)

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate:




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-364-3 EXPIRA 131/2015
EQUIPMENT DESCRIPTION:
45,226 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY FR2011) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation EF =1.705259 * P~1.090407, where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent elhanol oflhe wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine stonag,e operanons under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4, The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
-annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and stofage tank shall remain in a gas-fisht condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694) '

When used for wine storage, daily throughput records, including records ofﬁllmg and emptymg operatlons the dates

transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694

of Facility-wide Permit to Operate.




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-365-3 EXPIRA 134/2015
EQUIPMENT DESCRIPTION:
120,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TAN #R2021) WITH

PRESSURE/NACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gatlons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 |b per year.
[District Rule 2201}

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
.annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
~'Wine Produiction: gal) x (2.5 1b- VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. |District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

Bilecs
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12.

16.

17.

18.

Facility Name: O'NEILL BEVERAGES CO LLC

C-629-365-3 : Mar 16 2011 8.14AM -- ROBERTSD

These terms and Y} i g A
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermc;ntation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate.




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-366-3 EXPIRA /31/2015
EQUIPMENT DESCRIPTION:
120,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TAN #R2022) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storagé tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
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12.

16.

17.

These terms and i g are R
Facility Name: O'NEILL BEVERAGES CO LLC
Location: 8418 S LAC JAC AVE PARLIER, CA 93648

C-629-366-3 : Mar 182011 9 14AM - ROBERTSD

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate-annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the

. tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694 ' '

of Facility-wide Permit to Operate.




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-367-3 EXPIR 1314/2015
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY FR2041) WITH

PRESSURE/NACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [ District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 |b per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be .
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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These terms and v i g h
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648

C-628-367-3: Mai 18 2011 9.14AM — ROBERTSD

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility; based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and e"niptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] B

of Facility-wide Permit to Operate.




San Joaquin Valley .
Air Pollution Control District

PERMIT UNIT: C-629-368-3 EXPIRA

EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY
PRESSURE/NACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1.  Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3.  Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201] :

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] :

[1. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694] :
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These terms and “ itiong h
Location: 8418 S LAC JAC AVE.PARLIER, CA 93648

C-829-368-3 : Mar 18 2011 §:14AM — ROBERTSD

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201] -

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch and the volume of wine
transferred, shall be maintained. [District Rule 4694

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the

_tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate.




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-369-3 EXPIRA 132015
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY ¥R2043) WITH

PRESSURE/NACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission tactor calculated using the equation(s) specitied
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
- “annual VOC emissions = (Total' Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) ‘+-(Total ' Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. | District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

ONTYNUE ON NEXT PAGE
e Facility-wide Permit to Operate.
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These terms and % i S &
Location: 8418 S LAC JAC AVE PARLIER, CA 93648 .
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The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '

of Facility-wide Permit to Operate:




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-370-3 EXPIRA 134/2015
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY #R2044) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P*1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201}

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201 ]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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12.

14.

16.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for perhit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-371-3 EXPIRA 131/2015
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY ¥R2045) WITH

PRESSURE/NACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation EF =1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wme bemg transferred. [District Rule 2201]

I

Combined annual VOC emissions from wirié- storage operatlons undef punnll units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7.  The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settmgs [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,

". except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be .
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

[1. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
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Permit Unit Requirements for C-629-371-3 (continued) Page 2 of 2
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The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules'2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume pércent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694

of the Facility-wide Permit to Operate..




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-372-3 EXPIRA 1312015
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TAN ( #R2046) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201] '

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201 ]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] o ' oo S SR

10. When used for wine storage, the pressﬁre-vécuum relief valve and étorage tank shall remain in gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] '

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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Permit Unit Requirements for C-629-372-3 (continued) Page 2 of 2

12. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

13. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

14. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

15. Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694] '

16. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

17. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

18. All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [ District Rules 2201 and 4694] '

These terms and

" Facility Name: O'NEILL BEVERAGES CO LLC

Location: 8418 S LAC JAC AVE,PARLIER, CA 93648
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San Joaquin Valley
Air Pollution Control District

1312015

PERMIT UNIT:C+629-373-3 . EXPIR
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK FR2047) WITH

PRESSURE/NACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

]

The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shaII not exceed 4IO 502 Ib per year.
- [District Rule’ 220]]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following f()rmula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 1b-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201

7.  The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
- The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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Permit Unit Requirements for C-629-373-3 (continued) Page 2 of 2

12.

15.

16.

17.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average lermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC

C-629-373-3 Mar 18 2011 8 14AM -- ROBERTSD
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-374-3 EXPIRA 131/2015
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK FR2048) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201 '

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
"~ annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 I1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201 ]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] :

[0. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] '

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
These terms and conditi

Facility Name: O'NEILL BEVERAGES COLLC

Location: 8418 S LAC JAC AVE,PARLIER, CA 93648
C-629-374-3 Mar 18 2011 9 14AM —- ROBERTSD

ONTYNUE ON NEXT PAGE
e Facility-wide Permit to Operate.-



Permit Unit Requirements for C-629-374-3 (continued) : Page 2 of 2
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Facility Name: O'NEILL BEVERAGES CO LLC
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These terms and “ i
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The pemﬁﬁee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201}

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694)

When used for wine storage, daily throughput records, including records of ﬁlliné and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694] '

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the

. tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '

of Facility-wide Permit to Operate.~
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-375-3 ' _ EXPIRA 13412015
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANK #R2049) WITH

PRESSURE/NVACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
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These terms and “ j g h
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The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694)

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the

_tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '

of Facility-wide Permit to Operate.




San Joaquin Valley
Air Pollution Control District

. PERMIT UNIT: C-629-376-3 EXPIR

EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY
PRESSURE/NVACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. - The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
These terms and conditi

Facility Name: O'NEILL BEVERAGES CO LLC
Location: 8418 S LAC JAC AVE,PARLIER, CA 93648

-829-376-3° Mar 18 2011 9 15AM -- ROBERTSD

ONTYNUE ON NEXT PAGE
e Facility-wide Permit to Operate.



Permit Unit Requirements for C-629-376-3 (continued) : Page 2 of 2

12.

14.

15.

16.

Facility Name: O'NEILL BEVERAGES CO LLC
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The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694] '

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate.




San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-377-3 EXPIRA

EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY
PRESSURE/NVACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201}

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lb/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
~annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 1b-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694] :

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and
4694]

1. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]
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Permit Unit Requirements for C-629-377-3 (continued) : Page 2 of 2

12.

13.

16.

17.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. | District Rule 4694

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

Facility Name: O'NEILL BEVERAGES CO LLC

C-829-377-3° Mar 18 2011 9 15AM -- ROBERTSD
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-378-3 EXPIRA 1332015
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY FR2052) WITH

PRESSURE/NACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 1b/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,

' except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694]

11, The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694

PERMIT UNIT
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12.
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These terms and “ i
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The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. | District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694]

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate.
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-381-3 EXPIRA

EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY
PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

1. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1,705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201 ]

4. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 b per year.
[District Rule 2201]

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694]

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] :

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. [District Rules 2201 and 4694]

PERMIT UNIT
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Permit Unit Requirements for C-629-381-3 (continued) : : Page 2 of 2

12. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. | District Rule 2201]

13. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694

14. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201

15. Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

16. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694]

17. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
. tank and the maximum temperature of the stored wine. [District Rule 4694]

18. All recordé shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694]

of Facility-wide Permit to Operate. ,
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San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: C-629-382-3 EXPIR}

1342015
EQUIPMENT DESCRIPTION:
87,000 GALLON STEEL RED OR WHITE WINE FERMENTATION/STORAGE STORAGE TANKY #R2056) WITH

PRESSURE/VACUUM VALVE AND INSULATION

PERMIT UNIT REQUIREMENTS

[. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382
shall not exceed 8,991 pounds per year. [District Rule 2201]

2. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following
equation: EF = 1.705259 * P~1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 2201]

3. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified
within this permit. [District Rule 2201]

4.  The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank.
capacity. [District Rule 2201]

5. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 b per year.
[District Rule 2201] .

6. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 2201]

7. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 2201]
8. The maximum wine storage throughput in this tank shall not exceed 31,000 gallons per day. [District Rule 2201]

9. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694

10. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition,
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694] :

11. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees
Fahrenheit or less was achieved. |District Rules 2201 and 4694]
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Permit Unit Requirements for C-629-382-3 (continued) _ ' Page 2 of 2

12.

15.

16.

17.

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 oF, calculated
as the-average of all temperature measurements for the batch taken at least every 12 hours over the course of the
fermentation. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and the uncontrolled termentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rules 2201 and 4694

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C-
629-382 and those records shall be updated at least once per month. [District Rule 2201]

Separate annual records each of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
kept. [District Rules 2201 and 4694]

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine
transferred, shall be maintained. [District Rule 4694 o

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the
tank and the maximum temperature of the stored wine. [District Rule 4694

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 2201 and 4694] '
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